
 

Brand & 
Product 

Terminology  Claims Disclaimers 

James 
Hardies –  
Hardie Wrap 
 
 

Weather 
barrier 

It delivers a triple-shield of protection 
to help against external weather 
penetration, internal condensation 
build-up and external heat 
penetration. 

The building designer is 
responsible for performing a 
condensation risk analysis to 
ensure this product is suitable 
for your project. (Amongst 
others) 

Dupont Tyvek  
HomeWrap 
 

Wall Underlay 
& Vapour 
permeable 
membrane 

Is a nonwoven, This is a non-
perforated sheet made by spinning 
extremely fine, continuous, high-
density polyethylene (HDPE) fibres 
that are fused together to form a 
strong, uniform web. 
The high Moisture Vapour 
Transmission Rate (MVTR) of DuPont™ 
Tyvek®. HomeWrap ensures that 
water vapour does not linger in the 
walls, but passes to the outside where 
it belongs. 

For Dupont 10 year limited 
warranty to be valid, the 
installation of the wall underlay 
must follow the prescribed 
installation guidelines.  
 

CSR Bradford 
Enviroseal  
ProctorWrap 
 

Wall Wrap Bradford Enviroseal ProctorWrap RW 
is recommended where humidity is 
higher inside the building than outside. 
It is also recommended that the higher 
insulation R value used in construction 
that vapour permeable products are 
used to minimise the risk of 
condensation related damage. This 
product does not provide a reflective 
R-Value. 
 
Bradford Enviroseal vapour permeable 
wall wrap is considered a pliable 
building membrane that can be 
installed behind Brick Veneer and 
Lightweight Clad in BCA Climate Zones 
2 to 8 and complies with NCC 2019 
requirements. 
 
Bradford Enviroseal™ vapour 
permeable wraps can minimise the risk 
of condensation inside the wall that 
can lead to damaging mould growth. It 
allows water vapour to safely pass 
through, and condense on the outside 
of the wall. 
 
 
 
 

After installation, the selected 
cladding should be installed as 
soon as possible. If a period of 6 
weeks passes without being 
clad, a full inspection of the 
Proctor Wrap to be conducted 
to identify damage and to 
repaired or replaced before 
cladding is installed. 
 
When this product is being used 
as an air barrier, to achieve air 
tightness, it is recommended 
that the building have 
mechanical ventilation. 
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Kingspan 
AirCell 
Permishield 

Reflective 
Flexible 
Insulation 

Manufactured with a patented closed-
cell structure sandwiched by highly 
reflective foil surfaces and pierced 
with tiny, evenly-spaced breather 
holes, Kingspan AIR-CELL Permishield 
allows building professionals to do 
away with the traditional sarking-plus-
batts combination in order to achieve 
thermal compliance as well as satisfy 
vapour permeance. 

 

Fletchers 
Sisalation  
Vapawrap 

Vapour 
Permeable 
Membrane 

Features a water-proofing, highly 
permeable membrane which is 
laminated and reinforced to a spun-
bonded polymer fabric. 
 
When overlapped and sealed with a 
suitable tape, Sisalation® Vapawrap™ 
Wall provides a secondary skin against 
moisture, vapour, wind and dust 
penetration. The effective barrier also 
protects the building frame by 
minimising the amount of rain and 
dust that penetrates the wall. 
 
With a Flammability Index of ≤5 in 
accordance with AS 1530.2:1993, 
Sisalation® Vapawrap™ Wall is suitable 
for use in Bushfire Areas with a 
Bushfire Attack Level (BAL) of 0 - FZ in 
accordance with AS 3959-2009.  

It is important that the cladding 
manufacturer’s requirements 
are referred to when 
determining the suitability of 
Sisalation® Vapawrap™ Wall for 
a given system. 

 


